
Appendix 100cc 

The appendix below supports the Retro Kart Championships ‘class specific regulations’. 

3   Front Geometry 

 TKM All Classes (except TKM) 

3.1  
Stub axle 
Types 

 
 
 

 

3.1.1   
Must 
comprise of 2 
pieces        

   

3 and 4 Front and Rear Geometry 

 TKM 100 Classic 100 National FA-Pre95 FA-Pre2000 FA-LC 

3.5 
Maximum 
Width Front 

 
1150mm 

 
980mm 

 
1150mm 

 
1150mm 

 
1220mm 

 
1220mm 

4.2 
Maximum 
Width  Rear 

 
1350mm 

 
1250mm 

 
1400mm 

 
1400mm 

 
1400mm 

 
1400mm 

 
 

 

1 Piece 

2 Piece 

Max Width Max Width 



7   Seats 

 TKM 100 Classic 100 National FA-Pre95 FA-Pre2000 FA-LC 
7.3.2 
Seat types 
permitted 

 
Round 
Bottom 
 
Flat Bottom 

 
Round 
Bottom 
 
Flat Bottom 

 
Round 
Bottom 
 
Flat Bottom 

 
Round 
Bottom 
 
Flat Bottom 
 
High Leg 

 
Round 
Bottom 
 
Flat Bottom 
 
High Leg 

 
Round 
Bottom 
 
Flat Bottom 
 
High Leg 
 

7.3.2           

Seat styles 

   

8   Engine  

 TKM 100 Classic 100 National FA-Pre95 FA-Pre2000 FA-LC 

Max cc  106cc 106cc 106cc 106cc 106cc 

Squish TKM tool 0.8 0.8 0.8 0.8 0.8 

Motoplat 2mm-3mm Short 
Stroke 

Long 
Stroke 

Short 
Stroke 

Long 
Stroke 

2.5mm 2.5mm 2.5mm 

2.3mm 2.5mm 2.5mm 2.7mm 

PVL 1.5mm-
2.1mm 

 Short 
Stroke 

Long 
Stroke 

2.3mm 2.3mm 2.3mm 

2.3mm 2.5mm 

Selettra    2.3mm 2.3mm 2.3mm 

Ital 
Sistem 

   2.3mm 2.3mm 2.3mm 

Ducati    2.5mm 2.5mm 2.5mm 

 

 

 

 

 

 

 

 

 

 

Round Bottom Flat Bottom High Leg 



Applicable to 100 Classic 

8.1.11 

Liner 
information 

  

 

 The clearance between the spigot and crankcase must be a maximum of 0.25mm 

8.1.11 

Liner 
information 

continued. 

 

 

 

Permitted Not Permitted 

 A 
 B 

 
A – B = <0.5mm 

Eg 61 – 60.5 = 0.5mm 



Applicable to all TKM Classes 

8.1.6 

Liner 
information 

 

9   Ignition 

 TKM 100 Classic 100 National FA-Pre95 FA-Pre2000 FA-LC 
9.1  
Ignition types 
permitted 

Motoplat 
(9600903-1) 

PVL  (Rotor  
PVL 951 
Stator PVL 
105 neither 
need to be 
stamped 

Motoplat 

Points 
Ignition 

Motoplat 

PVL  

Motoplat 

PVL 

Selettra 

Ital System 

Ducati 

Motoplat 

PVL 

Selettra 

Ital System 

Ducati 

Motoplat 

PVL 

Selettra 

Ital System 

Ducati 

9.1           

Approved 
Ignition types  

   

   

9.1        
Approved 
Coil types 
 

 

 

     

Motoplat PVL 105458 Selettra (Any Colour) 

Colour)Colour) 
Ital Sistem Ducati 

Motoplat PVL Selettra (Any Colour) 

Ital Sistem Ducati 



 All Classes 

9.1.1 
Analogue 
Type 

 

 

 

 

 

 

 

 

 

10   Intake 

 

 TKM 100 Classic 100 National FA-Pre95 FA-Pre2000 FA-LC 

10.2.3        
Max Venturi 
Size 

 
N/A 

 
19.8mm 

 
25.4mm 

 
24mm 

 
24mm 

 
24mm 

 

Not Permitted Permitted 

3 Components 4 Components 

Venturi 

Max Width 



 

 

10.4 
Approved Airbox 
Examples, intakes can be: 
front side or top  
(reed or rotary dependent) 

 
 

TKM 
 

(Any Colour) 

 
 

100 Classic 
 

(Any Colour) 

 
 

100 
National 

(Any Colour) 

 
 

FA-Pre95 
 

(Any Colour) 

 
 

FA-Pre2000 
 

(Any Colour) 

 
 

FA-LC 
 

(Any Colour) 

       

       

       

       

       

       

       

Note for Clarification: If you have an airbox dissimilar to any of the above please contact the Series 
 



 All Classes 

10.4.2    
Foam Filter 
Examples 

 

 

 

 

 

 

 

 

Note for Clarification: If you have a foam filter dissimilar to any of the above please contact the Series 

 

  

TKM 
 

100 Classic 
 

100 National 
 

FA-Pre95 
 
FA-Pre2000 

 
FA-LC 

10.4.5    
Trumpet Max 
internal  
width 

 

23mm 

 

23mm 

 

23mm 

 

23mm 

 

23mm 

 

23mm 

10.4.5    
Trumpet Min  
length 

 

 

 

80mm 

 

80mm 

 

80mm 

 

80mm 

 

80mm 

  

 

 

 

 

 

 

Note for TKM: if using the early single type trumpet then the above doesn’t apply 

 

 

 

Max Width 

Minimum Length 



11   Exhaust 

  
TKM 

 
100 Classic 

 
100 National 

 
FA-Pre95 

 
FA-Pre2000 

 
FA-LC 

11.1          
Max 
Diameter 
(External) 

 
Must Have 

TKM Logo on 
Exhaust 

 
 

90mm 

 
 

110mm 

 
 

110mm 

 
 

110mm 

 
 

110mm 

11.1          
Max 
Diameter 
(Internal)  

 
Must Have 

TKM Logo on 
Exhaust 

 
 

45mm 

 
 

54mm 

 
 

54mm 

 
 

54mm 

 
 

54mm 

 

 

 

 

 

 

 

 

 

 

 

 

Internal 

External measured at widest point  

External measured at widest point 

Internal 


