
Appendix Gearbox 

 

The appendix below supports the Retro Kart Championships ‘class specific regulations.’ 

 

                                                         Please note that some sections apply only to certain classes. 

1   Chassis  

Applicable to 125/250 Classic 
1.1 Fixed geometry chassis 

  

1.7 Pedal arrangement 

  

 

2 Bodywork, Bumpers and Pedals 

2.4 Rear Bumper 

125 Classic Formula C 125 P&R 210 250 

  

Full width rear bumpers are Mandatory and 
must cover 50% of the width of the tyre. Must 
have lower bar fixed in place 

Must include a fixed lower crossrail between the 
main chassis tubes and an additional 2 vertical 
tubes within the main structure; all tubes having 
a minimum diameter of 18mm 

 

 

Not Permitted Permitted 

Not Permitted Permitted 



3   Front Geometry 

Applicable to 125/250 Classic 
3.2.1 Castor/Camber 

  

3.5.1 Hub types 

 
 
 
 
 

 

 

Examples of Sliding hubs 

 

3 and 4 Front and Rear Geometry 

 125 P&R 125 Classic Formula C 210 250 

3.5 Maximum Width Front  1220mm 1220mm  1220mm 

4.2 Maximum Width  Rear  1400mm 1400mm  1400mm 

 
 

 

 

Max Width Max Width 

Permitted 

Permitted 

Not Permitted 

Not Permitted 



5 Brakes 

Applicable to 125 P&R and 250 Classic 

5.3.1  
Brake caliper types 

 

  

7   Seats 

 125 P&R 125 Classic Formula C 210 Historic 250 Classic 
7.3.2 
Seat types 
permitted 

Round Bottom  
 
Flat Bottom 

Round Bottom  
 
Flat Bottom 
 

Round Bottom  
 
Flat Bottom 
 
High Leg 

Round Bottom  
 
Flat Bottom 
 

Round Bottom  
 
Flat Bottom 
 

7.3.2           

Seat styles 

   

 

8 Engine lists 

125  P&R 

Aspes Cagiva Honda Husqvarna Kawasaki 

KTM Sachs Suzuki Tau Yamaha 

125 Classic 

Mac Minarelli Reed Mac Minarelli 
Rotary 

Pavesi Tipo A Pavesi Tipo B Rotax 124 

TM K2 TM K3 TM K5   

Not Permitted Permitted 

Round Bottom Flat Bottom High Leg 



Formula C 

CBM LK125 CBM L125/98 CMK /A CMS Cassani E. 125 CRS S88 

CRS MF1 CRS MF2 DEA Mono Acqua Gilera R1S Gilera 125KS 

HondaCR125 
pre12/94 

H.R.T. 125/L Husqvarna 125 CR Kali K1 KF Motori KD1 

KF Motori KD2 KF Motori KD3 KZH 125 KZH-125 KZH-125 95 

KZH-125 ICC 98 LBM Power 125 Motori Power K6V Motori Power K6L Minarelli XXI Aprile  

Minarelli K125L Mavo A MBA VR1 Pavesi Tipo A Pavesi Tipo B 

Pavesi Tipo C / 92 Pavesi Lam 95 Pavesi D97 Pavesi Lam 98 Ringhini W86 

Rotax 124 LC Rotax 128 LC Rotax 129 LC SGM L196 SGM L198 

TKM KW125 TM L3  TM K7 TM K8 TM KV 

TM KV92 TM KV95 Vortex VL/125   

210 

Villiers 9E Villiers 11E    

250 

Cagiva 250MXR Can-Am MX6 Honda CR 250 Husqvarna 250 
Cross 

Kawasaki KX250 

KTM 250 Maico MC250 Rotax 244 Suzuki GT250 Suzuki RM250 

Suzuki T20 Suzuki T250 Yamaha RD250 Yamaha TD3 Yamaha YDS7 

Yamaha YZ250     

 



 

 

 

 

 

 

 

 

 

 

Applicable to 125 Classic 

8.1.8 Racing Cylinder Services approved cylinder 

  

Applicable to Formula C 

8.1.8 Engine External 

Example of possible incorrect cylinder fitted to TM K8 & TM KV95 

 
 

 
 
 

Example of possible incorrect cylinder fitted to SGM F196 & SGM L198 

  

Note: cylinders can be interchanged from rotary to reed and vice-versa 

Permitted 

Permitted Not Permitted 

Not Permitted 



9   Ignition 

Applicable to 125 Classic and Formula C 
9.1  
Ignition types permitted 

Motoplat, PVL, Selettra, Ital System, Ducati 

9.1            

Approved 
Ignition types  

   

   

Applicable to 125 Classic and Formula C 

9.1        
Approved Coil 
types 
 

 

 

     

Applicable to 125 Classic and Formula C 

9.1.1  
Analogue Type 

 

 

 

 

 

 

 

 

Applicable to 125 P &R, 210 Historic and 250 Classic 

9.1            

Approved 
Ignition types 

PVL, Motoplat, Selettra (any colour),  Hitachi, HPI, Electrex 

Must be original or Direct 
replacement for original 

Motoplat PVL 105458 Selettra (Any Colour) 

Colour)Colour) 

Ital Sistem Ducati 

Not Permitted Permitted 

3 Components 4 Components 

Motoplat PVL Selettra (Any Colour) 

Ital Sistem Ducati 



10   Intake 

 

 

 125 P&R 125 Classic Formula C 210 250 

10.4   
Max Venturi Size 

 
36mm 

 
38mm 

 
39mm 

(Horizontal 
plane only)  

 
36mm 

 
38mm 

 

Max Width 



 

 

10.5 
Approved Airbox 
Examples, intakes can be: 
front side or top  
(reed or rotary dependent) 
 

 
 

125 P&R 
 

(Any Colour) 

 
 

125 Classic 
 

(Any Colour) 

 
 

Formula C 
 

(Any Colour) 

 
 

210 
 

(Any Colour) 

 
 

250 
 

(Any Colour) 

      

      

      

      

      

      

      

Note for Clarification: If you have an airbox dissimilar to any of the above please contact the Series 
 



 All Classes (if airbox is used) 

10.5.2  
Foam Filter 
Examples 

  

 

 

 

 

Note for Clarification: If you have a foam filter dissimilar to any of the above please contact the Series 

 

 

 

 
 

125 P&R 
 

125 Classic 
 

Formula C 
 

210 
 

250 

10.5.3     
Trumpet Max internal width 

 

 

30mm 

 

30mm 

 

30mm 

 

30mm 

 

30mm 

 

 

 

 

 

 

 

Note: If class allows K&N type and it is used, then trumpet rule above doesn’t apply 

 

 

 

 

 

Max Width 



11   Exhaust 

Applicable to Formula C 

11.6.1    
Parallel to rear 
axle 

11.6.2    
Exit point 

 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Outlet 

Maximum Internal 
Diameter: 38mm 


